


RATINGS & FUEL CONSUMPTION

IMO II
RPM Rating mhp bhp bkW gal/h (U.S.) g/bkWh IMO U.S. EPA EU China

1200

A 1769 1301 970 62.3 206.6 II NC NC NC

A¹ 2038 1499 1118 69.2 199.1 II NC NC NC

B 1903 1400 1044 66.9 206.1 II NC NC NC

B¹ 2175 1600 1193 73.7 198.9 II NC NC NC

C 2038 1499 1118 71.7 206.3 II NC NC NC

C¹ 2310 1699 1267 78.9 200.1 II NC NC NC

1600

A
1742 1281 955 59.4 200.1 II NC NC NC

1903 1400 1044 64.5 198.7 II NC NC NC

A¹
2277 1675 1249 77.2 198.7 II NC NC NC

2461 1810 1350 82.1 195.7 II NC NC NC

B
1849 1360 1014 62.7 199.1 II NC NC NC

2041 1501 1119 68.8 198.0 II NC NC NC

B¹
2379 1750 1305 79.9 196.9 II  NC NC NC

2598 1911 1425 86.2 194.7 II  NC  NC NC

C
1916 1409 1051 64.9 198.6 II  NC  NC NC

2175 1600 1193 73.4 197.8 II  NC  NC  NC

C¹
2514 1849 1379 83.7 195.2 II  NC  NC  NC

2736 2012 1500 90.7 194.6 II  NC  NC  NC

1800

A 2041 1501 1119 68.2 196.3 II  NC  NC  NC

B 2140 1574 1174 71.6 196.0 II  NC  NC  NC

B¹ 3059 2250 1678 110.6 212.1 II  NC  NC NC

C 2242 1649 1230 74.9 195.7 II  NC  NC NC

C¹ 3218 2367 1765 115.8 211.1 II  NC  NC NC

D¹ 3470 2552 1903 124.6 210.9 II  NC  NC NC

All engines available in Standard and Reverse Rotation
¹ Denotes High Displacement Engine

ENGINE DIMENSIONS & WEIGHT

LENGTH (APPROX.) 104.2 in / 2465 mm

HEIGHT (APPROX.) 87.5 in / 2223 mm

WIDTH (APPROX.) 80.2 in / 2037 mm

DRY WEIGHT (APPROX.) 16,508 lb / 7488 kg
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Rating Definitions:
A Rating (Unrestricted Continuous) 

Typical Applications:  For Vessels operating at rated load and rated 
speed up to 100% of the time without interruption or load cycling (80% 
to 100% load factor). Typical operation ranges from 5000 to 8000 hours 
per year.  

B Rating (Heavy Duty)

Typical applications: For vessels operating at rated load and rated 
speed up to 80% of the time with some load cycling (40% to 80% load 
factor). Typical operation ranges from 3000 to 5000 hours per year.  

C Rating (Maximum Continuous)

Typical applications: For vessels operating at rated load and rated 
speed up to 50% of the time with cyclical load and speed (20% to 80% 
load factor). Typical operation ranges from 2000 to 4000 hours per year.  

D Rating (Intermittent Duty)

Typical applications: For vessels operating at rated load and rated 
speed up to 16% of the time (up to 50% load factor). Typical operating 
ranges from 1000 to 3000 hours per year.  
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